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0.50(CONTACT PITCH)

SECTION B-B

B B

3.
50

±0
.2

0

10.84

3.76±0.109.54±0.10

4.
50

±0
.1

0

H
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.2
0
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0.
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+0
.0

2
-0

.0
6

A1 A4 A5 A6 A7 A9 A1
2

B1B4B5B6B7B9B12

BOTTOM VIEW
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2-10.24±0.10
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B8
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4-Ø0.60±0.05

4-
0.
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5.
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3.
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4.
50

1.
00

1.50

0.50

模穴号位置

A B C D
模穴号分别为：

24-0.20

5.50
PITCH 0.50

5.50

A

A2

B11

A3

B10

A1
0

B3

A1
1

B2

4.
70

REF 10.17（参考尺寸）
REF 4.39

（参考尺寸）
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NOTE:
1.MATERIAL:
  1.1 INSULATOR: HIGH TEMPERATURE PLASTIC UL 94 V-0;  
  1.2 CONTACT: COPPER ALLOY(T=0.15mm)
  1.3 SHELL:STAINLESS STEEL
  1.4 O Ring:RUBBER
2.ELECTRICAL CHARACTERISTICS;
  2.1 CONTACT RESISTANCE: 40mΩ Max FOR INITIAL. 10mΩ CHANGE 
AFTER TEST. MEASURE AT 20mV, 100mA.
  2.2 CONTACT CURRENT RATING: 5A FOR VBUS PIN; 1.25A FOR 
VCONN PIN.
  2.3 DIELECTRIC WITHSTANDING VOLTAGE: 100V AC R.M.S.
  2.4 INSULATION RESISTANCE 100MΩ Min
  2.5 OPERATING TEMPERATURE: -40°C ～ 85°C
3 MECHANICAL CHARACTERISTICS:
  3.1 MATING FORCE: 5~20 N.
  3.2 UNMATED FORCE: 8~20N INITIAL TEST; 
                   6~20N DURABILITY AFTER TEST
  3.3 DURABILITY: 10,000 CYCLES

Mating
Sequence

SHELL

First

Second

Second

First

GND

Pin

A1

A2

A3

A4

A5

A6

A7

A8

A9

A10

A11

A12

Signal
Name

GND

SSTXp1

SSTXn1

CC1

VBUS

Dp1

Dn1

SBU1

VBUS

SSRXn2

SSRXp2

GND

Second

Second

Second

Second

First

First

Second

Second

Mating
Sequence

SHELL

First

Second

Second

First

GND

Pin

B12

B11

B10

B9

B8

B7

B6

B5

B4

B3

B2

B1

Signal
Name

GND

SSRXp1

SSRXn1

SBU2

VBUS

Dn2

Dp2

CC2

VBUS

SSTXn2

SSTXp2

GND

Second

Second

Second

Second

First

First

Second

Second

6:锌合金+SUS 03:Au3U''

外壳电镀

端子电镀

主体颜色

外壳/钢片材质

端子材质

主体材质

3:C7025

1:黑色
1:镍50u''

2:PA9T

NO.1214

T Y S C  6  1   2    1   3  03 - A1214

4

3

2

1

HOUSING HIGH TEMPERATURE PLASTIC

CONTACT COPPER ALLOY(C7025)

SHELL

MID PLATE

NO. PARTS MATERIAL REMARKS

PA9T BLACK UL94V-0

       Ni PLATED

SUS304 NO PLATED

Au PLATING ON CONTACT AREA

ZN ALLOY

STAINLESS STEEL

RING SILICON5 /
.xxx
.xx
.x 0.30

0.20
0.10

x. 0.50



Enclosure Panel And Sealing Rng
Recommended Compression 50% Min

2.05Min

Enclosure Panel

PCB Board

O RING

PCB Board

Silicon Rubber Sealing Ring

Assembly Mode, Left And Right Assembly

Schematic Diagram Of Male And 
Female Mating After Panel Assembly

RECOMMEND P.C.B LAYOUT(COMPONENT SIDE)

TOLERANCE FOR PCB LAYOUT IS ± 0.05
KEEP OUT AREA 

5.
20

1.
70

6.5011.50

WITH CAP

PICK PLACE AREA

Ø
5.

00

5.
16

PTH Ø0.75

Ø1.15

3.
30

5.
10

16-0.30

5.50 0.50

10.24

A1

B12 B1

A12

(0.80)
(10.20)

(4
.4

2)
(2

.5
6)

(8.34)

Specification Of Waterproof Ring
  (Made Of Silicone Rubber)
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UNLOADED SECTION
ABOUT 160 MM LONG

LABEL

Ø
38

0

32.4

ABOUT 160 MM LONG

UNLOADED SECTION PRODUCT LOADING SECTION

PEELING ANGLE

38.4

400
165° ~ 180°

USER DIRECTION OF UNREELING

NOTE:

1.MATERIAL:
 BOX: FIBREBOARD, CORRUGATED, DOUBLE WALL.
TAPE: POLYSTYRENES, HEAT-RESISTANT TEMPERTURE: 120°C,LUCENCY COLOR.
 REEL: POLYSTYRENES, HEAT-RESISTANT TEMPERTURE: 70°C, BLUE COLOR.
 BAG: POLYETHYLENE, HEAT-RESISTANT TEMPERTURE: 100°C.
2.PEELING STRENGTH: 0.1 ~ 1.3 N (10 ~ 130 GRAMS)

3.PEELING SPEED: 300 mm/min.

4.EACH BAG SHALL BE INCLUDED DESICCANT.

405*405*330

TAPE & REEL

VOID FILLER

CARTON DIMENSIONS:

INNER CARTON DIMENSIONS:
390*390*310

DETAIL 1
4:1

R0.7
5

+0
.10

 0.
00

32
.0

0±
0.

3

1.
75

±0
.1

0

28
.4

0±
0.

15

2.00±0.1 4.00±0.1
Ø1.50+

0.10
 0.00

16.00±0.1

1.
23

±0
.1

5
Vacuum BAG

G6

10

G6 G6 G6 G6
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CONNECTOR (PCS) 650 5200

REEL CARTON


